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® STAIRMASTER® SAFETY RENOVATION TREADS

STAIRMASTER® TREADS PROVIDE:

A convenient, easy to install method of permanently repairing damaged or worn stair treads . The use of heat

treated, corrosion res istan t alum inum  with a  diam ond  hard  alum inum  oxide  in the f iller assures long tread life

under heavy pedestrian traffic use. Stairmaster® is appropriate for both inside and outside use.

STAIRMASTER® FEATURES:

Extruded aluminum  base - abrasive filler.    

 Lengths to order - up to 12'0" max.

                 - type 511 & 511SN 8'0" max.

                 - type 6100  & 1101  10'0" m ax.   

 High content of aluminum  oxide abrasive

 11 standard colors - Colors extend throughout filler

 Non com bus tible

         

STAIRMASTER® SPECIFICATION:

  

! Provide Stairmaster® type 540 safety renovation treads

as manufactured by Wooster Products Inc for interior and

exterior stair renovation.

! Tread base shall be type 6063-T5 extruded aluminum.

! Anti-s lip filler shall contain not less than 65% virgin  grain

Aluminum Oxide/Silicon Carbide abrasive.

! Treads  shall  be no ncomb ustib le as tested under Federal

Test Method Standard No. 501a. Method 6411

! Type of anchor shall be specified.

! Tread s ma y termina te 4" from ends of steps for ease of

cleaning or may be full length of steps less 1/8" clearance.

! Colo r sha ll extend un iform ly throughout the filler; black

color will be furnished if no other color is specified.

              

Type 540
4" wide, 9/32" thick,  no nose, beveled back

Available with beveled or square ends
DRAW ING NOT TO SCA LE

The type 540 is ava ilable  with the following types

of anchors: Tapcons, Wood Screws, Machine

Screws, Screws & Expansion Shields

GUIDELINES FOR THE INSTALLATION OF WO OSTER SAFETY STAIR TREADS OVER EXISTING STAIRS:

An application of leveling compou nd should be m ade over dished or worn stairs  to provide a level bearing surface

for the safety stair treads. Smooth steps such as marble, terrazzo, tile, etc. should be roughed up to insure good

adhesion.  All other surfaces nee d only t o be thoroughly cleaned. Mix compound in a mortar pan and trowel to a

feather edge w ith a board  held aga inst the front edge of the  step.  (Se e drum  for com plete m ixing instruc tions.)

Com pound  dries in 2 - 4 h ours.  

The treads may be fastened down using Tapcon screws.   Drill a pilot hole using a 5/32" drill bit.  Coat step and

back of tread w ith W oos ter R ubber-B ased Co nstru ction  Adhesive.  Place the tread in position and drive anchor

through tread with a phillips screwdriver.  The treads may also be fastened with screws and lead expansion shields:

Using tread  as a te mp late, m ark h oles  and d rill using  a 5/16" ca rbide  tipped drill b it. Dip e ach  shield  in construction

adhesive and insert into holes. Apply adhesive to step and back of safety tread. Place the step in position.  Fasten

down with flat head s crews . Do not u se pow er tools to tigh ten scre ws at risk  of stripping  threads .  ( For wood stairs

follow above instructions using wood screws with a drilled pilot hole.)  (For metal stairs follow above instructions

using mach ine screws and nuts.)  

After treads have been fastened, the stairway can be given a brand new look by painting the risers, stringers and

around the treads.
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