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          ®  SPECTRA® SAFETY TREADS

SPECTRA® TREADS PROVIDE:

   A high co ntent of alu minu m ox ide abras ive grit for long  life and lasting  beauty. Sp ectra's s afety surface has easy

maintenance features and insures greatest protection from liability of falls and injuries.

SPECTRA® FEATURES:

Extruded aluminum  base - abrasive filler.

Lengths to order - up to 8' 0" max.

   High content of aluminum  oxide abrasive

   18 standard colors - Colors extend throughout

May use two colors

     Clean architectural lines

Replac eable Ins erts

   Protective  tape  availa ble

        

SPECTRA® SPECIFICATION:

  

! Provide Spectra® type WP2003  safety nosings as

manufactured by Woo ster Products Inc. for interior and

exterior stairs.

! Nosing base shall be type 6063-T5 extruded aluminum.

! Anti-s lip filler shall c onta in not  less t han  60%  virgin  grain

Aluminum Oxide abrasive.

! Bind er is to  be a f ully cur ed re silient  type epoxy; epoxy

binder to filler r atio to  be 13 % m inimum for improved

cleanab ility.

! Nosings shall  terminate not more than 4" from ends of

steps for poured concrete stairs; for concrete filled steel

pan stairs, nosings shall be full length of steps less 1/8"

clearance.

! Color shall extend uniformly throughout the filler; black

color will be furnished if no other color is specified.

! Nosings shall finish flush with the to p of th e traf fic

surface.

Type WP2003

4 1/16" wide, 5/8" thick, sure-hold anchor
DRAW ING NOT TO SCA LE

The type  W P2003  is to be rec essed  into

fresh c oncrete . 

GUIDELINES FOR THE INSTALLATION OF METAL SAFETY TREADS OR NOSINGS INTO NEW CONCRETE

OR STEEL PAN FILLED STAIRS:

The u se of ve ry large agg regate in th e conc rete m ix may m ake pla cem ent of the s afety nosin g difficult.

Safety nosing placement may be difficult in concrete with very low slump.

Place concrete into the stair forms or steel pans as quickly as possible; schedule pours so as to install the metal

safety nosings quickly before initial set of concrete occurs.

Puddle the concrete, tamp the safety nosing to insure proper concrete formation around the anchors.

Rem ove p rotec tive tape (if u sed ) as s oon  as pr actic al.

Order  nosings  or treads  well in advan ce of the  pour or ins tallation date.  

Close stairway after pour; permit no use for 24 hours.
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